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DESCRIPTION ACTIVE CODE SCHEDULED 
SKU UPDATE

SCHEDULED 
NEW CODE

G40

E26

^This chart is for D452x8A series only - for DVLG40MCxxA charts, please flip to Page 82 for superceded data

WATTS 10

DELIVERED LUMENS 1000

LAMP SHAPE G40

GLASS SHADE CLEAR

BASE / ANSI BASE MEDIUM / E26

MAXIMUM HEIGHT 61/2”

MAXIMUM DIAMETER 47/8”

CRI 80+

BEAM ANGLE 360°

JA8 CERTIFIED NO

ENCLOSED RATED YES

OPERATING TEMP. -20° C TO 45° C

CASE QUANTITY 12/36

LIFE CYCLE @ 3 HRS/DAY 23 YEARS

ENERGY COST @10.65¢/kWh† $0.82/ YEAR

WARRANTY 3 YRS / 20,000 HRS
† Refers to Estimated annual cost

CLEAR IVORY LED 100W EQUIVALENT

3000 KELVIN · LUMENS 1000 DG4030W10A

Designed in Canada,
manufactured in China

Conçu au Canada, 
fabriqué en Chine

NEW IVORY FILAMENT NEW IVORY FILAMENTFILAMENT COULEUR IVOIRE FILAMENT COULEUR IVOIRE

LED/DEL G40

CODE: DG4030W10A 

BRIGHTNESS/LUMONSITÉ

1000 LUMENS

ESTIMATED YEARLY ENERGY COST/COÛT 
D’ÉNERGIE ANNUEL ESTIMÉ
BASED ON 3 HOURS/DAY
BASÉ SUR 3 HEURE/JOUR

LIFE/DURÉE DE VIE
BASED ON 3 HOURS/DAY
BASÉ SUR 3 HEURE/JOUR

22 YEARS/ANS

ENERGY USED/ ÉNERGIE CONSOMMÉE

10 WATTS

COLOUR TEMPERATURE/ 
TEMPÉRATURE DE COULEUR

3000 KELVINS

3000 2200 2700 5000 4000 

DIMMABLE / GRADABLE

$0.82 / 0.82$

Risque de choc électrique. Pour utilisation dans des 
endroits secs ou humides seulement. Convient aux 
espaces clos et luminaire encastré. Pour un meillieur 
fonctionnement, utiliser l'ampoule entre -20°C (-4°F) 
to +45°C (113°F).

NE PAS UTILISER DANS LES APPAREILS D'ÉCLAIRAGES 
DE SECOURS.
ATTENTION-RISQUE DE CHOC ÉLECTRIQUE.

Ne pas utiliser si l'ampoule de verre est endommagé ou 
brisé.

ATTENTION

WARNING
Risk of electrical shock. For use in dry or damp locations 
only. Suitable for totally enclosed, recessed luminaires. 
Normal operating temperature ranges between -20°C (-4°F) 
to +45°C (113°F).

NOT FOR USE IN EMERGENCY LIGHTING.

CAUTION
glass is damaged or broken.

 - RISK OF ELECTRIC SHOCK. Do not use if outer 
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LED/DEL G40

DG4030W10A 

3000K
10 WATT

80

CRI

LED/DEL G40

DG4030W10A 
LED/DEL G40

DG4030W10A 

3000K
10 WATT

80

CRI

LED/DEL G40  CODE: DG4030W10A 

061467055903

128x128x180mm 瓦楞盒

NEW
IVORY

FILAMENT

Ø 47/8”

H 61/2 

 2 BULBS 5 BULBS 30 BULBS

MIN 20 40 60 80 MAX MIN 20 40 60 80 MAX MIN 20 40 60 80 MAX

LEGRAND ADORNE SOFTAP ADTP703U ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LUTRON MAESTRO MACL-153MH MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LUTRON DIVA® / DIVA® C.L DVWCL-153PH ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LEVITON DECORA SURESLIDE® ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓

LUTRON C.L SKYLARK CONTOUR CTL -153P ✓ ✓ ✓ ✓ ✓ ^ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LUTRON CASETA® WIRELESS ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LEVITON DECORA ROCKER SLIDE ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓

LEVITON DECORA SMART™ ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓ MIN ✓ ✓ ✓ ✓

LUTRON MAESTRO PRO MA-PRO-WH ✓ ✓ ✓ ^ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓


